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Non woven Geotextile manufactured from polyester fibers, only needlepunched.  
Suitable for the following applications: 
 

 
 
Functions: 

 
 

 
 

 

EN 13249:2000+A1:2005 Characteristics required for use 
in the construction of roads and other trafficked areas. 

EN 13251:2000+A1:2005 Characteristics required for use 
in earthworks, foundations and retaining structures. 

EN 13253:2000+A1:2005 Characteristics required for use in 

erosion control works (coastal protection, bank revetments). 

EN 13255:2000+A1:2005 Characteristics required for use 

in the construction of canals. 

EN 13257:2000+A1:2005 Characteristics required for use 
in solid waste disposal. 

EN 13250:2000+A1:2005 Characteristics required for use 
in the construction of railways. 

EN 13252:2000+A1:2005 Characteristics required for use 

in drainage systems. 

EN 13254:2000+A1:2005 Characteristics required for use 
in the construction of reservoirs and dams. 

EN 13256:2000+A1:2005 Characteristics required for use 
in the construction of tunnels and underground structures. 

EN 13265:2000+A1:2005 Characteristics required for use 
in liquid waste containment projects. 

Quality Management according to UNI EN ISO 9001:2000 

The values given are indicative and correspond to 

average results obtained in our laboratories and 
independent testing institutes. The right is reserved to 
make changes without notice at any time. 
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